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VT36 TAILSTOCK BEARING SERVICE NOTES

APPLY LIQUID GASKET
BETWEEN QUILL & BARING COVER

NO LOCTITE FOR
M150XP2 GREASE ONL

APPLY BLUE LOCKTITE
ON ALL 6 M5 SCREWS

LIMIT SWITCH DOG BRACKET

CENTER REMOVER
MT50XP2 — =
\=— A —— - —f - —— - ——
/ = -
BEARING COVER = ool |
M150XP2 - ——— _|E S & , —
MAKE SURE BEARING COVER
CONTACT BEARING ==
MT—6 ‘%
OlL SEAL
#110X895X10
APPLY BLUE LOCKTITE I | I
TO TO M85XP2 THREADS /‘%
ON QUILL BEFORE SEAL RING SHCS
INSTALLING MB5XP2.0 LOCK NOT MoX0.8x20
SEAL RING. MBoxXP2.g Pes
BEARING
7017A BEARING 7015A
SHCS
M5X0.8X25 X 6 pcs
QUILL ’:‘
MAKE SURE — ‘ ‘
DRAIN HOLE IS
fgc;?évNES(T)F O RING =150 LOCK NUT M75XP2.0
BEARING COVER
ASSEMBLY NOTES:
1. Clean all removed parts completely.
2. Checking for damages on parts.
3. Prepare the following parts:
(A) KLUBER 15 grease.
(B) LIQUID GASKET
(C) LOCTITE BLUE
4. Pack only 20%—30% available space in bearing
with grease.
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